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Abstract 
 

 
These Application Notes describe the configuration steps required for the OAISYS Tracer 

trunk side recording application to interoperate with Avaya Aura
TM 

Communication Manager 

and Avaya Aura
TM 

Application Enablement Services.   OAISYS Tracer utilizes a passive trunk 
tap on a TDM trunk to record inbound and outbound calls over that trunk.  OAISYS Tracer 

interfaces with Avaya Aura
TM 

Communication Manager via Avaya Aura
TM  

Application 
Enablement Services, using TSAPI to associate recordings with important data, such as agent 
extensions/IDs, obtained from CTI events. 

 
Information in these Application Notes has been obtained through compliance testing and 

additional technical discussions.  Testing was conducted via the DevConnect Program at the 

Avaya Solution and Interoperability Test Lab. 
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1. Introduction 
These Application Notes describe the configuration steps required for the OAISYS Tracer trunk 

side recording application to interoperate with Avaya Aura
TM 

Communication Manager and 

Avaya Aura
TM 

Application Enablement Services.   OAISYS Tracer utilizes a passive trunk tap 

on a TDM trunk to record inbound and outbound calls over that trunk.  OAISYS Tracer 

interfaces with Avaya Aura
TM 

Communication Manager via Avaya Aura
TM 

Application 

Enablement Services, using TSAPI to associate recordings with important data, such as agent 

extensions/IDs, obtained from CTI events. 
 

 
 

1.1. Interoperability Compliance Testing 

The interoperability compliance testing included both feature and serviceability testing. 

 
The feature testing focused on verifying OAISYS Tracer could properly record, log, and 

playback various calls including: inbound/outbound trunks calls, and calls involving basic 

telephony features (such as hold, mute, transfer, and conference). 

 
The serviceability testing focused on verifying OAISYS Tracer could properly recover from 

adverse conditions, such as busying out the CTI link, disconnecting the Ethernet cable from the 

three servers (OAISYS Tracer, Communication Manager, and Application Enablement 

Services), and power failures of the three servers. 
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1.2. Support 

Technical support for OAISYS Tracer can be obtained through the following: 

 
¶ Web: http://www.oaisys.com/technical_support.aspx 

¶ Phone:  1-888-496-9040 

¶ Email:   support@oaisys.com 
 

 
 

2. Reference Configuration 
Figure 1 illustrates the configuration used during compliance testing as described in these 

Application Notes.  OAISYS Tracer was configured to passively tap the ISDN/PRI trunk from 

the enterprise site to the simulated PSTN. 

 

 
 

Figure 1: OAI SYS Tracer with  Avaya Aura
TM 

Communication Manager and Avaya 

Aura
TM 

Application Enablement Services 
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3. Equipment and Software Validated 
 

 

The following equipment and software were used for the sample configuration provided: 

 

Equipment Software 
 
 

Avaya S8300D Server with an Avaya G450 

Media Gateway 

 

Avaya Aura
TM 

Communication Manager 6.0, 

R016x.00.0.345.0, Update 18444 

(Avaya Aura
TM 

System Platform: 6.0.1.0.5) 

 
 

Avaya S8800 Server 

 

Avaya Aura
TM 

System Platform : 6.0.1.0.5 

Avaya Aura
TM 

System Manager : 6.0.7.0 

 

 
 

Avaya S8800 Server 

 

Avaya Aura
TM 

System Platform : 6.0.1.0.5 

Avaya Aura
TM 

Session Manager 
6.0.0.0.600020 

 
 

Avaya S8500B Server 

 

Avaya Aura
TM 

Application Enablement 

Services 5.2.2 

 
Avaya 9600 Series IP Telephones: 

¶ H.323 

¶ SIP 

 

 
 

3.1.1 

2.6 

 

 

Avaya 2400 Series Digital Telephones 

 

 

- 

 

 

Avaya 6200 Series Analog Telephones 

 

 

- 

 

 

OAISYS Recording Server 

 

 

6.1 (running on a Window 7 PC) 
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4. Configure Avaya Aura
TM 

Communication Manager 
The detailed administration of Communication Manager connectivity to Application Enablement 

Services, and trunk administration, is not the focus of these Application Notes, and will not be 

described here.  For details regarding that specific  administration, refer to the appropriate 

documentation listed in Section 10. 

 
This section provides the procedures to do the following: 

 
¶ Verify Communication Manager License 

¶ Administer CTI link for TSAPI Service 

¶ Save translations 
 

4.1. Verify Communication Manager License 

Log into the System Access Terminal (SAT) to verify that the Communication Manager license 

has proper permissions for features illustrated in these Application Notes.  Use the ñdisplay 

system-parameters customer-optionsò command to verify that the Computer  Telephony 

Adju nct Li nks is set to ñyò on Page 3.  If this option is not set to ñyò, then contact the Avaya 

sales team or business partner for a proper license file. 

 
display  system - parameters customer - options  Page 3 of  11 

OPTIONAL FEATURES 
 

Abbreviated  Dialing Enhanced List? y  Audible Message Waiting? y 

Access Security Gateway (ASG)? n  Authorization Codes? y 

Analog Trunk Incoming Call ID? y    CAS Branch? n  

A/D  Grp/Sys List Dialing Start at 01? y   CAS Main? n 

Answer Supervision by Call Classifier? y  Change COR by FAC? n 

ARS? y  Computer Telephony Adjunct Links? y  

ARS/AAR Partitioning? y  Cvg Of Calls Redirected Off - net? y 

ARS/AAR Dialing without FAC? n     DCS (Basic)? y 

ASAI Link Core Capabilities? n    DCS Call Coverage? y 

ASAI Link Plus Capabilities? n   DCS with Rerouting? y  

Async.  Transfer Mode (ATM) PNC? n  

Async.  Transfer Mode (ATM) Trunking? n  Digital Loss Plan Modification? y 

ATM WAN Spare Processor? n   DS1 MSP? y 

ATMS? y DS1 Echo Cancellation? y  

Attendant  Vectoring? y  

 

 
 

(NOTE:  You must logoff & login to effect the permission changes.)  

 
 

 

 
 
 

 
 
 

 
 
 

 

MJH; Reviewed: 

SPOC 11/16/2010 

Solution & Interoperabili ty Test Lab Application Notes 

©2010 Avaya Inc. All Rights Reserved. 

5 of 35 

OAISYS-TS_AES 



 

4.2. Administer CTI Link for TSAPI Service 

Add a CTI link using the ñadd cti-link nò command, where ñnò is an available CTI link number. 

Enter an available extension number in the Extension field.  Enter ñADJ-IPò in the Type field, 

and a descriptive name in the Name field (optional).  Default values may be used in the 

remaining fields.  Submit these changes. 

 
add  cti - link 1  Page 1 of  3 

CTI  LINK  

CTI  Link: 1  

Extension:  55001  

Type:  ADJ- IP  

 
Name: TSAPI link to AES  

 
 

 
COR: 1 

 

 

4.3. Save Avaya AuraÊ Communication Manager Provisioning 

Enter the save translation command to make the changes permanent. 
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5. Configure Avaya Application Enablement Services 
The detailed administration of connectivity between Application Enablement Services and 

Communication Manager is not the focus of these Application Notes and will not be described 

here.  For details regarding that specific administration, refer to the appropriate documentation 

listed in Section 10. 

 
This section provides the procedures to do the following: 

 
¶ Verify Application Enablement Services license 

¶ Administer TSAPI link 

¶ Administer Devices 

¶ Administer Device Groups 

¶ Administer OAISYS user 

¶ Edit CTI User 

¶ Restart TSAPI service 

¶ Obtain Tlink Name 
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5.1. Verify Avaya Application Enablement Services License 

Access the AES OAM web based interface by using the URL ñhttps://ip-addressò in an Internet 

browser window, where ñip-addressò is the IP address of the AES server.  Click the ñContinue to 

Loginò link (not shown).  The Login screen is displayed as shown below.  Log in using 

appropriate credentials. 
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The Welcome to OAM screen is displayed, as shown below.  Select AE Services from the left 

pane. 
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The AE Services screen is displayed next.  Verify that Application Enablement Services is 

licensed for the TSAPI and DMCC Services, as shown in the screen below (License Mode = 

NORMAL MODE).  If the TSAPI and DMCC services are not licensed, contact the Avaya sales 

team or business partner for a proper license file. 
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5.2. Administer TSAPI Link 

To administer a TSAPI link, select AE Services Ą TSAPI  Ą TSAPI L inks from the left pane. 

The TSAPI L inks screen is displayed, as shown below.  Click Add Li nk button. 
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The Add TSAPI L inks screen is displayed next.  The Li nk field may be set to any available 

number.  For Switch Connection, select the relevant switch connection from the drop down list. 

In this case, the existing switch connection ñG450ò is selected.  For Switch CTI L ink Number , 

select the CTI link number configured in Section 4.2.  Click on Apply Changes. 
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The Apply Changes to Link screen is displayed.  Click on Apply. 
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5.3. Administer Devices 

Configure devices to be monitored by OAISYS Tracer by navigating to Secur ity Ą Secur ity  

Database Ą Devices.  Enter a device extension in the text box and click Add Device. 
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Select the appropriate Location, Device Type, and Tl ink Group for the configuration.  Click 

Apply Changes. 
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A warning screen will  appear.  Click Apply. 
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5.4. Administer Device Groups 

Configure a Device Group for OAISYS Tracer to use.  The device group should contain all of 

the devices that OAISYS Tracer can monitor.  Navigate to Secur ity Ą Secur ity Database Ą 

Device Groups.  Enter a device group name in the text box and click Add Device Group. 
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Select all of the devices that OAISYS Tracer should be able to monitor.  Note: Tracer will only 

monitor devices selected on this page.  Click Apply Changes. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

MJH; Reviewed: 
SPOC 11/16/2010 

Solution & Interoperabili ty Test Lab Application Notes 

©2010 Avaya Inc. All Rights Reserved. 

18 of 35 

OAISYS-TS_AES 



 
 

5.5. Administer OAISYS User 

Administer a user account for OAISYS Tracer.  Select User Management Ą User Admin 

ĄAdd User from the left pane.  The Add User screen is displayed, as shown below.  Enter 

descriptive values for the User Id, Common Name, and Surname.  Enter appropriate values for 

the User Password and Confirm  Password fields.  Retain the default value of ñNoneò for 

Avaya Role, and select ñYesò from the CT User drop down list.  Click on Apply at the bottom 

of the screen (not shown). 
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