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OVERVIEW 

The purpose of this document is to guide a technical administrator 

through the process of installing an OAISYS recording solution.  

This guide is applicable to both the Talkument and Tracer call 

recording solutions for the current production release. 

These instructions assume a working knowledge of Windows and 

general setup procedures.  

The guide is organized as follows: 

Â The section ñSoftware Installationò describes the process for 

installing the software prerequisites and the OAISYS recording 

software on a dedicated hardware platform.   

NOTE:  If you are installing an OAISYS Recording Server or 

Appliance, the software installation process has already been 

completed by OAISYS.  

Â The section ñOAISYS & VMwareò describes VMware 

virtualization support for the deployment of OAISYS solutions 

and the associated requirements. 

Â The section ñHardware Installation and Configurationò describes 

how to install and configure your OAISYS-enabled hardware 

platform.     

For an electronic version of this document, go to www.oaisys.com 

          Support       Technical Support       Documentation 

 
 

 
 
 

http://www.oaisys.com
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Crossover Cable 
(T1/PRI Taps) 

OAISYS Recording Server 
or Appliance 

(or comparable hardware 
platform) 

Y-Jack Splitter 
(T1/PRI Taps) 

Amphenol Cable 
(Station or Analog Taps) 

Monitor 
 

Punchdown Block 
(Station or Analog Taps) 

 

 

Biscuit Block(s) 
(Analog Taps) 

 

Line Wire 
(Station or Analog Taps) 

 

Managed Network Switch 
(VoIP Taps) 

 

MATERIALS NEEDED 

NOTE: For installations using a customer-provisioned hardware platform (not an OAISYS 

Recording Server or Appliance), only the OAISYS software is provided. 
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Section 1: Software Installation 

SOFTWARE INSTALLATION 

This following pages in this section will guide a technical administrator 

through the process of installing the OAISYS call recording software 

on a dedicated hardware platform. The dedicated server is provided 

by the customer and must not have any applications installed on it not 

referenced in this section.  Complete the installation of the software in 

the order presented within this guide. 
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Many factors go into selecting the best hardware platform to meet 

your call recording needs.  Consider how many ports you plan to  

record and how many call recordings you would like to store 

online. 

   

VoIP call recording (with the exception of Mitel Secure Recording 

Connector and ShoreTel TAPI-WAV configurations) requires a   

Managed Network Switch with port mirroring and requires two 

network interface ports.  One port provides connectivity to the LAN 

and for client access.  The second port is dedicated to capturing 

VoIP  traffic. 

 

Digital Tap systems (Station Tap, Digital Trunk Tap, Radio Tap, 

and    Analog Tap) will require a server chassis with the capacity 

to hold full length PCI cards.   These are full-sized cards and 

require the entire length in the chassis.  VoIP systems require no 

additional hardware beyond a dedicated NIC, but if there are any 

future plans to add TDM recording hardware, the chassis and 

motherboard must support full-height and full-length PCI. 

 

***See table on the following page.  

HARDWARE REQUIREMENTS 
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Port 

Count  
CPU Memory  

Operating 

System**  
SQL Servers*  Storage  

1-48 2GB 

Windows 7 
ð or ð  

Windows 
Server 
2008 

 

SQL Server 
2008 Express 
w/Advanced 

Services 
ð or ð  

SQL Server 
2008 R2 

Workgroup or 
higher 

160GB 
(20GB    

minimum 
for OS   

partition) 

Dual 
core 

    49-96 

2GB 
  
  

4GB 

Windows 7 
ð or ð   

Windows 
Server 
2008 

SQL Server 
2008 Express 
w/Advanced 

Services 
ð or ð  

SQL Server 
2008 R2 

Workgroup or 
higher 

160GB 
(20GB    

minimum 
for OS   

partition) 

97-200 4GB 
Windows 

Server 
2008 

SQL Server 
2008 R2 

Workgroup or 
higher 

250GB 
(60GB    

minimum 
for OS   

partition) 

201-350 
Quad 

Core 
8GB 

Windows 
Server 
2008 

SQL Server 
2008 R2 

Workgroup or 
higher 

500GB 
(60GB    

minimum 
for OS   

partition) 

 NOTE:  Port count varies by platform  

 *SQL Server 2008 R2 Workgroup, Standard, and Enterprise Editions require             

 Windows Server 2008.  SQL 2008 Express w/ Advanced Services supports both of 

 the Operating Systems listed above.    

  

    **NOTE: Tracer 7.0 supports 32 bit and 64 bit OS; server and client installations are 

 supported. 

** ShoreTel TAPI-WAV integration requires a ShoreTel TAPI Application Server  

 software license and Windows Server 2008 or Windows Server 2003 OS.   

 ShoreTel version 10.1 and lower requires the same version of the OS be installed 

 on both the Headquarters Server and the OAISYS Recording Server.   

 **NOTE:  ShoreTel only supports Windows 2008 R2 for 64-bit installs of their TAPI 

  application server. 
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DOWNLOADS REQUIRED 

The following prerequisites must be downloaded prior to installation.  

They are included on the provided installation disc and are available 

for download via www.oaisys.com  

Support         Technical Support          Software Downloads 

***DO NOT INSTALL THESE PROGRAMS AT THIS TIME***  

***DOWNLOAD ONLY***  

 

.NET Framework 3.5 SP1   

AudioCodes (AiLogix) Driver  

 (DP3200/ DP4800/ PT boards not supported)   

Sentinel USB Driver   

SQL Server 2008 Express w/ Advanced Services (if appropriate) 

OAISYS Recording Server Software 

  

http://www.oaisys.com
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OAISYS & VMWARE 

 OVERVIEW 
 

VMware support is now available with OAISYS solutions version 

7.0 and later.  Virtualization combines server resources onto one 

host server and reduces the number and identity of individual 

physical servers, processors, and operating systems.  The host 

server can be divided into multiple isolated virtual environments.  

These virtual environments can run the OAISYS software; Tracer,   

Talkument, and Tracer Screen Recording.   

 

Benefits of virtualization 

include: 

 

Â Consolidation of 

applications onto 

fewer servers 

Â Expense reduction 

through reduced 

hardware, power, 

cooling, and 

administrative costs.   

 

The illustration provides an example of a Virtual Server running 

several virtual machines, and demonstrates how Tracer, Tracer 

Screen Recording, and other VMware-compatible third-party 

applications can be configured.   

NOTE:  To deploy an OVF template, refer to: 

 

 

http://tinyurl.com/7sr8ocq  

http://tinyurl.com/7sr8ocq
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OAISYS version 7.0 or higher 
 

OAISYS uses VMware VSphere 4 (ESX and ESXi) with network 
USB device or VSphere 4.1 with USB passthrough 

 

Each OAISYS application (Tracer, Talkument, and Tracer 
Screen Recording) will require a set of reserved 
requirements 

 

Processors for the host machine must be Intel i7 or higher (or its 
equivalent) 

 

Processor and Memory Requirements per Port Capacity 
 

**All CPU and Memory values are minimum reserve requirements.  

 

DRIVE SPEED REQUIREMENTS 

SATA drives up to 3Gbps data rate and 7200rpm spin rate 
 

EXPECTATIONS 

OAISYS can provide a virtual ñimageò containing the Operating   
System, OAISYS software, and all of the supporting modules.  This 
image will be  available as a VMware template (also known as an 
ñapplianceò or ñbladeò). 
 
Three template options are available: 

1. Windows 7 with SQL Express 
2. Windows Server with SQL Express 
3. Windows Server with SQL 2008 R2 

 
NOTE: The customer must provide their own OS and SQL licenses 
 when using a  VMware template. 

100 Ports  

(6.3 or later) and 

50 Ports (for 6.2)  

200 Ports  

(6.3 or later) and 

100 Ports (for 6.2)  

350 Ports  

(6.3 or later) and 

200 Ports (for 6.2)  

Screen Recording 

up to 100 Ports  

2.8 GHz  

(2 Processors) 

3.0 GHz  

(2 Processors) 

3.0 GHz  

(2 Processors) 

3.0 GHz  

(2 Processors) 

2 GB of Memory 2 GB of Memory 4 GB of Memory 2 GB of Memory 

REQUIREMENTS 
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INSTALLATION STEPS 

1. Install Operating System on Recording Server  

 NOTE:  We recommend renaming your server prior to        

  installation of OAISYS Tracer software. 

 Here are some guidelines for Windows 7 and Windows 2008 

a. IMPORTANT:  Use ñRun as Adminò option when running 

setup files (right-click on .exe to access the option) 

 

b. Disable User Account Control (Windows 2008) or Select 

Lowest Level (Windows 7) through the Control Panel 

            User Accounts/Family Safety       User Accounts 

 

c. Disable Data Execution Protection (DEP) 

i. Run Command Prompt as ñAdminò 

 ii. Run the following command  

 ñbcdedit.exe/set{current} nx AlwaysOffò 

 

 d. Disable Internet Protocol version 6 (IPV6) 

 i. Disable it in the properties of each network adapter 

 ii. Also add the following registry value: 

 1. HKEY_LOCAL_MACHINE\SYSTEM\ 

  CurrentControlSet\ Services\tcpip6\Parameters\ 

 2. Dword=DisabledComponents 

 3. Decimal Value=255 

 

 e.  Install Powershell through Windows Update   

  (Windows 2008) 

 

2. Be sure to enable IIS, ASP.NET, and Active Server Pages 

 a. See Microsoft documentation if needed 
 

3. Apply OS Service Packs and Windows Updates 

 a. Required reboot after updates installed 
 

4. Install .NET Framework Service Packs   

 (.NET 1.1, .NET 2.0 SP1, .NET 3.5 SP1) 

 a. Download latest Microsoft Updates after installing  

  .NET 3.5 SP1 when prompted 
 

5. Acrobat Reader (if needed)  

 a. http://get.adobe.com/reader/  

http://get.adobe.com/reader/
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6. Sentinel USB Driver (for the USB licensing dongle) 

 

7.  Audio Codes (Ai-Logix) Driver 

 a. Unzip Downloaded file to a new folder 

 b. Run Setup.exe  

 

 

 

 

 

 

 

 

 

 

 
 

 c.  Uncheck the following boxes after install         click Finish  

 

 

 

 

 

 

 

 

 

8. Shut down Server and install Audio Boards (Optional) 

 a. Use the default settings in Found New Hardware Wizard 


